
QUALICO DEVELOPMENTS / CITY BOULEVARD TREE PLANTINGProject:

Title: DECIDUOUS TREE IN LAWN
Drawing No: LD1

100mm Depth Local
Shredded Wood Chip 
Mulch 

Trunk Protection
150mm ø Corrugated Plastic Pipe
300mm Ht. 

Scarify Pit
Bottom 150mm

Subgrade

Depth of Planting shall be 
as per Original Growing 
Condition

100mm Depth Watering Saucer

Topsoil

Trim Back and Slit Burlap,
Cut Back and Remove Wire
Basket.

Fasten Trunk to Stake with
Loose Fit Garden Hose or
Rubberized Tree Ring.  

Firmly Anchored T-Rail Stake
38 x 38 x 5 x 2440, painted Black
Locate 500mm away from
Trunk on side of prevailing wind.
Remove stake and tree ring at
end of warranty / tree turnover period.
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Resident / Home Owner Note:
KEEP THE TREE WATERED IN THE GROWING SEASON 
AND WATER THOROUGHLY PRIOR TO FALL FREEZE UP.

DO NOT USE UNATTENDED SUMP PUMP DISCHARGE 
WATER.

DO NOT FLOOD OR SATURATE PLANTING PIT.

REMOVE THE TREE STAKE, TRUNK PROTECTION AND 
SHREDDED WOOD MULCH AFTER TWO FULL GROWING 
SEASONS.

Good Tree Care Adds to Property Value.

DO NOT CHANGE GRADE,
REMOVE WATERING RING
or ALTER THE STANDARD

PLANTING DETAIL IN ANY WAY.
ALTERATION WILL VOID ANY ALL

WARRANTIES


